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   Part  
   Number  

7. UG-25+ Actuators 
25 ft-lb version   
31 ft-lb version   
Note–No programming harness required, as the actuator version does not require a set-up. 
 

8. PGPL Actuator 
(includes 12 ft-lb linear servo, quad 1, preferred rod end, preferred case, PG std base) 
 Preferred rod ends: 3601-025, 3601-027, 3601-029, 3601-033, 3601-035 
 All other rod ends are non-preferred and higher price 
 Add: 
 12 ft-lb linear servo, quad 3 (quad 2 & 4 unavailable)/on or off center 
 12 ft-lb rotary servo 
 12 ft-lb differential servo, quad 1 only 
 17 ft-lb linear servo, quad 2, 3, 4 
 29 ft-lb linear servo, quad 1, 2, 3 (quad 4 unavailable) 
 29 ft-lb rotary servo 
 58 ft-lb linear servo, quad 1, 2, 3 (quad 4 unavailable) 
 remote servo 
 MPU (field addition not recommended) 
 explosion-proof MPU (in addition to MPU above) 
 special rod end 
 UG8 base/Alco base 
 UG8 90-degree base 
 UG40 extended base 
 Alco extended base 
 special driveshaft 
 2 MPUs 
 Remote Cooler–See Heat Exchanger below 
 Booster–See boosters in catalog 
 Weatherproof 
 NEC/UL 
 200 psi oil 
 
 Final Driver (required with actuator) 8251-451  
 

9. Actuator Connectors for all EGs 
 4-Pin for EG-3P/EG-10P 8926-049  
 3-Pin for UA and UG 203911  
 5-Pin for UA 1630-982  
 2-Pin for EGB-2P 1632-601  
 

10. Installation Kits (EG-3P) 
 General Linkage Kit, 1 Lever, Gasket, 2 Rod Ends 
  15” .312 Rod and Mounting Hardware 8956-351  
 Detroit Diesel V-71 or V-92 SG to EG-3P 8956-143  
 Detroit Diesel V-149 SG to EG-3P 8956-142  
 

11. Drive Adapters 
Contact your local Distributor 
 

12. Heat Exchanger 
 Remote 8924-669  
 Youngs Heat Exchangers available from suppliers on the Web 


